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TiTan SerieS
Combination blanket & 
Fluid warmers

EC1730BL
• Total capacity: 

-  Blanket chamber:  
30-35 blankets;  
11.8 ft3 interior size

-  Fluid chamber:  
30 1-liter bottles or  
24 1-liter bags

• Exterior size:  74.6" H;  
31.9" W; 28.8" D

EB1003 (02/15)

EC1260BL
• Total capacity: 

-  Blanket chamber:  
25-30 blankets;  
8.7 ft3 interior size

-  Fluid chamber:  
18 1-liter bottles or  
28 1-liter bags

• Exterior size:  71.0" H;  
31.0" W; 21.7" D

• 18" chamber depth  
for built-in applications

EC1540BL
• Total capacity: 

-  Blanket chamber:  
20-25 blankets;  
7.7 ft3 interior size

-  Fluid chamber:  
54 1-liter bottles or  
42 1-liter bags

• Exterior size: 72.7" H;  
25.2" W; 35.1" D

www.enthermics.com

TiTan SerieS
Combination blanket & 
Fluid warmers

DeSigner SerieS
staCked blanket &  
Fluid warmers

DC400L 
over DC750
• Capacity: 14-18 blankets 

and 20 1-liter bottles or  
28 1-liter bags 

• Interior size: 4.0 ft3

• Exterior size: 56.9" H;  
 24.0" W; 27.0" D

• Numerous combinations 
available

WArmWATCH® 
FLuID WArmEr mONITOrINg

ivNow® 
FLuID WArmErS

Warmed fluid where you 
need it, when you need it
• Know the time and temperature  

of every IV bag
• Warms 1 liter in 30 minutes or less
• Warms 20-140 liters in 12 hours
• Point-of-care use saves space,  

time & footsteps
• requires no disposables

The unit shown above 
provides 75 liters of warm 
fluid in a 12 hour period.

Increase regulatory compliance

Save money

Improve processes

Increase reimbursements

Dual Temperature Readout 
Provides quick and easy visual 
temperature confirmation.

Integrated USB Port  
Mounted flush to the face of the control 
panel, this port provides easy access to 
stored data.

Reporting Capabilities 
recorded data can be uploaded and 
used to verify performance and report 
temperature accuracy.

*Optional feature on certain Titan Series fluid 
and combination warmers

FluiD
warmerS

YOu CAN AFFOrD THE BEST



WarmSafe™ zone heat heavy duty warmers

mix & maTch
Blankets, irrigation fluids 
and injection fluids need 
to be warmed to different 
temperatures

match the right temperature 
to the right product in the 
right place at the right time.

Only Enthermics offers such 
a full line of fluid and blanket 
warmers to stack to create 
the warming configuration to 
fit your needs.

many more combinations available

DeSigner SerieS 

DC400

DC400

DC250

DC350

DC250

EC250

EC350

DC400L  
• Capacity: 20 1-liter 

bottles or 28 1-liter bags
• Exterior size: 21.9" H;  

24.0" W; 27.1" D
• Stackable

DC250L
• Capacity: 12 1-liter 

bottles or 16 1-liter bags
• Exterior size: 21.9" H;  

18.5" W; 24.8" D
• Stackable

EC770L
• Total capacity: 54 

1-liter bottles or 42 
1-liter bags

• Exterior size: 40.8" H;  
25.2" W; 35.3" D

• Stackable

EC390L
• Total capacity: 18 1-liter 

bottles or 28 1-liter 
bags

• Exterior size: 26.5" H;  
31.0" W; 21.8" D

• 18" chamber depth for 
built-in applications

EC340L
• Total capacity: 18 1-liter 

bottles or 30 1-liter bags
•  Exterior size: 34.1" H;  

20.5" W; 28.6" D
• Floor or countertop 

model
• Stackable

EC230L
• Total capacity: 11 1-liter 

bottles or 16 1-liter 
bags

• Exterior size: 20.7" H;  
16.2" W; 28.0" D

• Countertop model
• Stackable

TiTan SerieS 
Warms safely, quietly & evenly Affordable, precise temperature control

rETHINK PATIENT 
WArmINg

More Than Just Comfort

Patient warming is about more than providing 
comfort. maintain normothermia throughout a 
procedure and hospital or clinical stay to:

• Decrease blood loss 
• reduce incidence  of surgical site infection  
• Shorten stays and reduce readmissions
• Improve patient satisfaction and comfort 

Enthermics' flexible warming technologies 
help you maintain patient normothermia from 
admission to discharge. Available in a range of 
sizes and types, we have warming solutions to 
fit most any budget. DC400L over 

DC750
EC1730BL

ivNow-1 with optional tilt stand


